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SPIEGEL

Designed by 
VERNER PANTON
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It is not the individual lamp, the individual 
carpet or the individual shelf  that completes 

a room. But the combination of  colour 
complexity and light as a whole.
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RECOMMENDATION:
To achieve a bright, warm and clean light. We recommend a light source with the following:
800+ lumens, 2700 Kelvin, CRI90+

MAINTENANCE: IMPORTANT! Clean with a soft cloth, warm water and a mild detergent. 
Do NOT use any abrasive materials.

Read the entire manual 
before mounting

BEFORE YOU GET STARTED

BOX CONTAINS:

NOT INCLUDED:

Spiegel lamp x 1 Wall bracket x 1Drill guide x 1 Half globe x 1 Globe fixture x 1

Finger knobs x 3

Philips
Screwdriver

Screws for wall 
mounting

Rawplugs for wall 
mounting

Flathead Electric 
Screwdriver
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E14, max. 25W

DRILL GUIDE 

CABLE 
DIRECTION
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DRILL GUIDE 

CABLE 
DIRECTION

Place the drill guide on the 
wall and use a spirit level to 
level the horizontal line with 
the drawing. When in level, 
tape the guide to the wall.

1
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DRILL GUIDE 

CABLE 
DIRECTION

Drill through the three marked 
holes.

2

2



S P I E G E L

6 / 12

Remove the drill guide and fix 
the wall bracket to the wall, 
by using screws and rawplugs 
that match the wall type.
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4

Place the Spiegel frame onto the 
wall bracket.
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Place the globe fixture in the 
center and fasten it with the 
finger knobs.
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Apply light source.

6

6



S P I E G E L

10 / 12

Snap on the half globe. 
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